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Flexible Fryer Control (FFC)
Touch Panel

Fryer Control Made Easy!
As the leading supplier of electronic cooking controls, 
AMETEK NCC offers the Flexible Fryer Control (FFC) for 
OEM applications. The FFC is an easily definable control 
module that enhances your fryer’s performance. FFC 
interfaces with your fryer’s critical internal management 
systems including heating, filtration, oil quality, oil 
level, basket lift and wireless systems to meet your 
customer’s critical fried food requirements.

NCC’s Flexible Fryer Control offers a unique intelligent 
adaptive control and a customizable interface that 
allows the equipment manufacturer to rapidly respond 
to their customer’s needs.  

Features
	» User interface buttons with starburst LED display

	» Programmable timer for 10 products with flex time 
cooking

	» Idle mode with Life-Guard algorithm, melt mode and 
boil mode

	» Split vats and automatic basket lifting capabilities

	» Multi fryer/controller linking

	» Oil filtration/dispose prompts and control

	» Remote status monitoring and Wi-Fi/BLE connectivity 
option

	» PC program to adjust cooking curve and real-time 
data logging

* Overlay is for demonstration only and not included 
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Number of Menu Items 1-10

Tactile Switch and LED Display ✓✓

Piezoelectric Buzzer ✓✓✓

Oil Filtration Prompt ✓✓✓

Auto Filtration Ready ✓✓✓

Oil Disposable Prompt ✓✓✓

Auto Disposal Ready ✓✓✓

Idle Mode with Lifeguard ✓✓✓

Cook Mode Flex Time Option ✓✓✓

Serial Communications RS485

USB ✓✓

PC Tool New NCC PC application

Drain Interlock Output ✓✓

91K Thermistor Inputs 2 capable

100K Thermistor Ready 2 capable

Heat Demand Drivers 2 capable

Basket Lift Drivers 2

Fryer Networking ✓✓

Oil Level Sensing *

Oil Quality Detection *

Dry Fire Protection ✓✓

Auto Refill *

Remote Status Monitoring *

Probe Fault Detection ✓✓

Output Driver Fault Protection ✓✓✓

Low Profile ✓✓✓

UL ✓✓✓

CSA ✓✓✓

International Certification ✓✓✓
 

Operating Specifications
INPUT POWER: 24VAC ±25%, 50/60Hz, 24VA max.

SENSOR INPUTS: Two (2) 91KΩ RT #16 NTC thermistor

OUTPUTS: Eight (8) relay driver outputs @ 24VDC, 100mA 
max. Total drive capability is limited to the 300mA built-in 
24VDC power supply.

DIGITAL INPUTS: One (1) 24VAC drain interlock digital 
input (3 digital input spares)

USER INTERFACE:
Eighteen (18) Push button tactile switches

Thirteen (13) LED Lamps

Eight (8) 14 segment red LED digits 0.5" high

AUDIBLE ALARM: Piezoelectric beeper

COMMUNICATIONS: 
ONE (1) USB Type A female connector or mother 
board male pin connector. Provides standard USB 
communication interface with limited current capacity of 
up to 160mADC, 5VDC (short circuit protected)

Two (2) RS485 ports

CONTROL FEATURES:
Setpoint Accuracy: ±1% of full scale. 

Fault Protection: Integral probe fault protection and 
shutdown circuitry

OPERATING ENVIRONMENT: 0° to 70°C, 5 to 95%RH, 
PC boards conformally coated
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✓✓ = Standard	 * = Option


